






RESOLUTION SETTINGS:
Resolution setting through DIP-SWITCHES:

BRAKE STEPS SETTING:
To set brake steps use DIP1-3, DIP1-4 and RV3 trimmer. With RV3 select stop quote from 0 to 500 (CW increase 
steps).

RAMP:
To set the acceleration ramp use DIP2-1, DIP2-2, DIP2-3.
Select value from 0 ms (no ramp) up to 1 s (time is referred to acceleration from 1Hz to 10KHz).

WIRING DIAGRAM:
PNP INPUTS AND OUTPUTS:

NPN INPUTS AND OUTPUTS:

In the wiring diagram the input/output common voltage is connected to OUT 12V, you could use an external power 
supply from 12 to 24 Vdc for optoisolated inputs.
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DIP1-1 STEPS/REVOLUTION
OFF 200   step/rev. (full step)
ON 400   step/rev. (1 / 2 of step)

DIP1-3 DIP1-4 STOP DELAY [full steps]
OFF OFF 0 + RV3 value
OFF ON 16 + RV3 value
ON OFF 32 + RV3 value
ON ON 64 + RV3 value

DIP2-1 DIP2-2 DIP2-3 RAMP [ms]
OFF OFF OFF 0 (no ramp)
OFF OFF ON 10
OFF ON OFF 30
OFF ON ON 80
ON OFF OFF 150
ON OFF ON 300
ON ON OFF 500
ON ON ON 1000




