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584SV Size 9 Typical Cubicle Installation Outline Drawing (HG 463009 G 002)

584SV Series Frequency Inverter - HA463660
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584SV Size 8 Typical Cubicle Installation Outline Drawing (HG 463009 G 003)

584SV Series Frequency Inverter - HA463660
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584SV Size 10 Typical Cubicle Machining (HG 463010 G 001)
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584SV Series Frequency Inverter - HA463660
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5848V Series Frequency Inverter - HA463660



ISS.

MODIFICATION

ECN No.

DATE

DRAWN

CHK'D

First Issue of HA463617, replacing HA389756.
Updated to Version 3.x software. Manual style updated.

9/2/98

CM

KJ

New manual. Version 4.x software.

11205C

23/3/98

CM

KJ

Issue 1 errors amended

Remote Operator Station information amended

12759
12787

24/6/98

CM

KJ

Removed from page 3-10 torque setting 11.5Nm (8.5
ft-Ib).

Page 11-1 corrected torque setting 6.6 |b-ft to 71.5 Ib-ft
and 3.8 Ib-ft to 40.5 lb-ft.

Page 12-3 replaced ‘prEN50178(1995)" with ‘EN
50178 (1997)" and re-worded sentence ‘When installed
and operated ... standard:-’

12923

13106

13114

12.10.98

FEP

SG

Manual reduced from A4 to A5.

Removed blank chapters 4, 5, 6, 9, 10, 13, 14.

Page 1-1 changed 200kW to 220kW, 300Hp to 350Hp
280kW to 315kW.

Page 2-3 added to Block 2 options 2200 and 3150.
Page 3-1 replaced AH389166 with see page 8-2.
Replaced Figures 3-9, 3-12 and 3-13 with correct
diagrams.

Page 3-12 added 350Hp option.

Page 8-1, 8-2 New ratings added to tables.

Page 8-4 added *Ouput current sensors not fitted on
drive build standards >200'".

Page 8-5 removed AH part numbers.

Page 8-6 added new diagram.

Chapter 12 - Certificates updated to reflect change of
registered office, telephone and fax numbers.

Pages 11-2, 11-3, 11-5, 11-7 added new ratings.

12033

06.04.99

FEP

NB

FIRST USED ON

MODIFICATION RECORD

584SV Series Frequency Inverter Addendum
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